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ATI CP 2023

THE STORY OF US

PT Audere Teknik Indonesia (ATI) is a
company formed in 2022 by the engineers who
has experience in crane services & maintenance
also supply genuine spare part since 2010.

Based on experience of our team, we assure that
our team will provide a high-quality services that
the company needed.

With humble, we are looking forward to have an
engagement and if you have any queries or get
to know us closer, our main office and workshop
is located in Jakarta.

Audere Teknik Indonesia
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MISSION

To be the one stop center for crane and lifting
equipment which provide the best service and the
most quality maintenance and parts supply.

ATI CP 2023

Audere Teknik Indonesia

Crane Specialist that will provide the best services
and high-quality product as customer necessity.

VISION
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OUR SERVICES

1. OFFSHORE CRANE, OVERHEAD CRANE &
INSPECTION, PREVENTIVE MAINTENANCE AND
REPAIR/REFURBISH

To operate in safely and efficiently, all cranes require
periodic inspection and maintenance. How frequent or
intensive that maintenance need to be depending on crane
age, frequency of use, operating environment, fulfil the
regulatory requirements.

Our team is utilizing a Failure Modes Effects Analysis
(FMEA) as a risk-based maintenance strategies for
specific cranes types and operating environments,
determining how much maintenance, how frequently, is
required to deliver crane integrity to meet your operating
objectives.

ATI CP 2023

Audere Teknik Indonesia
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2. LOAD TESTING & CRANES CERTIFICATION

Every area of heavy industry installation which
dedicated into lifting required a load test to be conduct.
By ignorance of this requirements, meaning we are
putting someone life into potential incident. We provide
test solution for our client from testing to Authority or
third-party endorsement.

ATI CP 2023

Audere Teknik Indonesia
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PT Audere Teknik Indonesia (ATI) is an authorized
agent for WTAU product especially for load moment
indicator (LMI) Offshore and Onshore Crane.

ATI has an array of expertise in spare parts to provide
service and supply to our clients due to our many past
experiences working in the field.

These experience and strength of our company helps
to avoid any mistake that could happen when
supplying items and can achieve many of our clients’
expectations.

Some of the supplies include lifting equipment,
hydraulics, electrical and fabrication items. This
company also possess an inhouse workshop and test
bench that main purpose is for repairing and testing
the supply. This will help to provide our client a more
quality, maintained and genuine supply.

3. SPARE PARTS SUPPLY

Audere Teknik Indonesia
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ATI also supply all aspects of lifting equipment
that suitable in any lifting application, such a
gear, lifting shackle, hoisting equipment,
material handling equipment and manual
handling equipment, among many other terms
and phrases and generally covers a massive
range.

Below are the main categories of lifting
equipment that we offer:
1. Chain Hoists; Manual, Electric, Pneumatic
2. Wire Rope Lifting / Pulling Winches & Hoists
3. Cranes; Mobile, Portable and Fixed
4. Material Handling, Jacking & Forklift Truck
Equipment

4. LIFTING & MATERIAL HANDLING SUPPLIES

Audere Teknik Indonesia
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We offer offshore equipment rental
services includes water bag & load cell for
lifting equipment testing / inspection,
winching, lifting, jacking systems and
associated equipment with '24/7' style
service. We also offer technical support as
well as partnering approach to finding
solutions.

5. EQUIPMENT RENTAL SERVICES

Audere Teknik Indonesia
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ATTACHMENT

1. Agency Appointment Letter
2. LMI Product Datasheet
3. Ex. Certificate
4. Surat Kemampuan Usaha Penunjang Migas (TKDN)
5. Product Comparison
6. LMI WTAU Installation Documentation

Audere Teknik Indonesia
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ADD：No.6 Gangcheng Road,Yichang,Free 

Trade Zone(Hubei) China. 微特技术有限公司 
WEITE TECHNOLOGIES 

TEL：+86-717-7256059 FAX： 
+86-717-6906018 

WEITE TECHNOLOGIES CO.,LTD. Add:No.6 Gangcheng Road,Yichang,Free Trade Zone(Hubei) China. 

Tel：400-008-2600 Fax：0717-6906018 Web：www.wtau.com 

 

 

EMAIL：sales@wtau.com WEB： 
www.wtau.com 

 

Technical Proposal 
Offshore crane load moment indicator 

NO 

 

 

Name 
 

Specification 
 

Quantity 
 

Remark 

 

 

 
1 

 

 

LCD screen 

 

 

 
WT-W650v3 

 

 

 

1 

1. weather protection :waterproof and dust 

proof/ Working humidity: 95% (25 ℃)/IP 

class: IP 65 , for day/night operation 

2.operation temperature : -20 ℃ ~ 70 ℃ 

3.power supply: DC18-72V or AC110-350V 

4..System accuracy : ≤ ± 3% (F.S) 

 

 

 
 

2 

 

 
Load 

cell(main 

and aux 

hoist) 

 

 

 
 

WS-ZX(SHL) 

 

 

 

 
2 

1. IP class :IP 68 

2. Operating Temperature: -30~+70℃ 

3. power supply: loop powered by display unit 

( WT-W650) 

5.Safe overload: 150%F.S 

6.measurement accuracy: 1.0±0.005mV/V 

7.Range: start from 500KG 

 

 

 

 
3 

 

 

 
 

Angle sensor 

 

 

 
WS-JDC-100 

angle sensor-L 

(left)/R(Right) 

 

 

 

 

1 

1. Sensor type : Electronic 

2. IP class : IP 68(boom foot mounted IP 65) 

3.Operation Temperature: -30~+70℃ 

Humidity range:10-95% 

4.Power supply: loop powered by display unit 

( WT-W650) 

5.Range: -10°~+110° 

 
 

4 

 
Anti two 

block switch 

 
 

WS-GJ-1 

 

 
2 

 
1. power supply :DC12V--AC380V 

2. Current : 5A 

 

5 

Data control 

box 

 

WT-W650v3 

 
 

1 

1. Unit type: IP 66. 

2. Power supply : DC18-72V or AC110-350V 

6 Wind Speed WS-FSY 1 1. Range 1.0- 60 m/s 

2. Acuraci <30m/s 

3. Starting wind speed 0.7m/s 

http://www.wtau.com/
mailto:sales@wtau.com
http://www.wtau.com/


ADD：No.6 Gangcheng Road,Yichang,Free 

Trade Zone(Hubei) China. 微特技术有限公司 
WEITE TECHNOLOGIES 

TEL：+86-717-7256059 FAX： 
+86-717-6906018 

WEITE TECHNOLOGIES CO.,LTD. Add:No.6 Gangcheng Road,Yichang,Free Trade Zone(Hubei) China. 
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Installation 

Kit 

EMAIL：sales@wtau.com WEB： 
Mounting bracket www.wtau.com 

Connecting cables(offshore standard) 

Manual and spare part list 

Other kits 

 
 

8 

 
 

Program 

 
 

Software for main hoist and aux hoist 

 

 

 

 

 

 

 

 

 

 

 

Details of Load moment indicator 

1. LCD screen 
 

Specifications 

The WT-W650 display unit is usually equipped with WT-W650 data control box. 

1.1 WT-W650display 

Specifications 

1. material: stainless steel 

2. weather protection :waterproof and dust proof/ Working humidity: 95% (25 ℃)/IP class: IP 65 , 

for day/night operation 

3. operation temperature : -20 ℃ ~ 70 ℃ 

4.power supply: DC18-72V or AC110-350V 

5. display :boom load and maxmum load , crane capacity 

6. display :boom angle 0-90degrees.boom length. 

7. display :parts line (reeving) 

8.display: radius unit: m 

9. type of display :8 inch touched industrial colorful LCD display/ Day and night viewable 

http://www.wtau.com/
mailto:sales@wtau.com
http://www.wtau.com/
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www.wtau.com 10. Alarm:internal Alarm horn Visual and auditory dual alarm 
EMAIL：sales@wtau.com WEB： 

Alarm set points :Audible alarm when 100% Capacity has been reached.Optical alarm(red 

light) when 85% ,other alarm seting like buzzer/ Boom angle high limit/ Boom angle low 

limit is adjustable 

12. System accuracy : ≤ ± 3% (F.S) 

13. display wind speed 

Attached function: Unexpected power outages data protection features. 

With the operation data logging capabilities, dangerous operation to return to the view. 

The cumulative load weight record/ Cumulative record cycles/ Total running time record/ 

Main hook and rope maintenance tips. 

 

 

 

 

 

 

 
 

2. Load cell 
 

 

 

 
 

2.Three pulley type load senso(inside is Pin type) ---- 2sets 

Model： WS-ZX(SHL)three Pulley type type tension sensor 

Specification 

1.sensor type： electronic, suit for testing, calibration and certification. 

2.IP class :IP 68 

3. Operating Temperature: -30~+70℃ 

4. power supply: loop powered by display unit ( WT-W650) 

5. load testing: 

Safe overload: 150%F.S 

max overload 250%F.S 

6.measurement accuracy: 1.0±0.005mV/V 

http://www.wtau.com/
http://www.wtau.com/
mailto:sales@wtau.com
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3.Angle sensor 
 

 

 

 
 

 

 

 

 

 
3. Boom angle sensor 

Type :WS-JDC-100 angle sensor-L (left)/R(Right) 

Specification 

1.Sensor type : Electronic 

2.Weather protection: :6 

IP class : IP 68 boom foot mounted IP 65 

3.Operation Temperature: -30~+70℃ 

Humidity range:10-95% 

4.Power supply: loop powered by display unit ( WT-W650) 

5.Range: -10°~+110° 

6.Linearity:0.05,0.1,1% 

4. Anti Two Block Switch 
 

 
Anti two block switch model :WS-GJ-1 

1.power supply :DC12V--AC380V 

2.Current : 5A 

www.wtau.com 

. 

mailto:sales@wtau.com
http://www.wtau.com/
http://www.wtau.com/
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5. Data control box 

 

 

 

 

 

 
Processor unit/Signal processing unit: 

Type: WT-W650 data control box 

Specification 

1.Unit type: IP 66. 

Power supply : DC18-72V or AC110-350V 

Data control box 

Specificaiton: 

1. model : WT-W650V3 data control box 

2. Input : AC 110, 45 to 60HZ(rig supply). Floating neutral power supply. 

3.Output: control signal, 4-20mA /RS 485 

4.Weather protection: Safe area 

5.Operation temperature: -20 ℃ ~ 70 ℃ 

            

6. Wind Speed

 

 
7. Accessory : bracket, connection cables. uer manual and other parts 

www.wtau.com 

mailto:sales@wtau.com
http://www.wtau.com/
http://www.wtau.com/


 

 
 

Ente Certificazione Macchine Srl 
Via Ca’ Bella, 243 – Loc. Castello di Serravalle - 40053 Valsamoggia (BO) 

 +39 051 6705141   +39 051 6705156  * info@entecerma.it   www.entecerma.it 

 

 

Certificato di esame UE del tipo 
EU-type examination certificate 

ATEX n. ECM 22 ATEX-B C080 
Rilasciato ai sensi della Direttiva 2014/34/UE – Allegato III – Modulo B 

Issued according to 2014/34/EU Directive– Annex III – Module B  

  

Ragione Sociale  
Company Name 

Weite Technologies Co., Ltd. 

Indirizzo 
Address 

No.6 Gangcheng Road, Yichang, Free Trade Zone (Hubei) China 

Prodotto 
Product 

Explosion-proof Load Moment Indicator 

Modello(i) 
Model(s) 

WT-W650V3 
Rating: Power input: Ui=7.5V Ii=750mA Pi=1W Ci≈0 Li≈0 

Modo di protezione  
Protection mode 

Ex ib IIC T4 Gb 

  

Questa apparecchiatura o sistema di protezione e le sue 
eventuali varianti accettate sono descritte nel presente 
Certificato. 
 

This equipment or protective system and any acceptable variation 
thereto are described in this Certificate. 

ECM 1282, facendo riferimento all’art. 9 della Direttiva 
2014/34/UE ha eseguito una Verifica di Corrispondenza di questa 
apparecchiatura o sistema di protezione all’allegato III. Si ritiene 
che sono soddisfatti i requisiti essenziali di sicurezza e salute per 
il progetto e la costruzione di apparecchiature e sistemi di 
protezione destinati ad essere utilizzati in atmosfere 
potenzialmente esplosive, definiti nell’allegato II della Direttiva. 
 

ECM 1282, with reference to the Article. 9 of Directive 2014/34/EU have 
carried out a Verification of Compliance of this equipment or protective 
system was tested according to Annex III. It is understood that the 
essential health and safety requirements are satisfied for the project and 
construction of equipment and protective systems intended to be used 
in potentially explosive atmospheres as given in Annex II of the Directive. 
 

I requisiti essenziali di sicurezza e salute sono soddisfatti dalla 
rispondenza alle Norme applicate: EN IEC 60079-0:2018, EN 
60079-11:2012. 
 

The essential health and safety requirements are satisfied by the 
compliance to the applied Standard: EN IEC 60079-0:2018, EN 60079-
11:2012. 

Questo Certificato di esame UE del tipo è relativo soltanto al 
progetto, all’esame ed alle prove dell’apparecchiatura o sistema 
di protezione specificato in accordo con la Direttiva 2014/34/UE. 
Ulteriori requisiti di questa Direttiva si applicano al processo di 
produzione e fornitura dell’apparecchiatura o sistema di 
protezione. Questi requisiti non sono oggetto del presente 
certificato. 

This EU-type examination certificate relates only to the design, 
examination and tests of the specified equipment in accordance with 
Directive 2014/34/EU. Further requirements of the Directive shall be 
applied to the manufacturing process and supply condition. These 
requirements are not covered by this certificate. 

  

L’apparecchiatura o il sistema fa riferimento ai seguenti contrassegni: 
The equipment shall refer to the following symbols: 
 

 II 2 G Ex ib IIC T4 Gb  

  

Valsamoggia (BO) 
Data - Date          17/10/2022 

 
 
Scadenza- Expiry date      16/10/2027 
 

Firma autorizzata 
Authorized signature 

 
 

____________________ 
Amanda Payne 

(Deputy Manager) 

Test Report / Technical Construction File no. TAHB22100941551 
 
 

 

 

 

 

 

 

Questo certificato, compreso l’allegato, può essere riprodotto solo integralmente e senza alcuna variazione. 
This certificate, annex included, may only be reproduced in its entirety and without any change. 
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Memperhatikan surat permohonan ALPHA XHVALVES INDONESIA No. 001/DIR-AXI/LGL/X/2023 tanggal 24

Oktober 2023 dan berdasarkan :

1. Peraturan Menteri Energi dan Sumber Daya Mineral No. 14 Tahun 2018 tentang Kegiatan Usaha Penunjang

Minyak dan Gas Bumi.

2. Peraturan Menteri Energi dan Sumber Daya Mineral No. 15 Tahun 2013 tentang Penggunaan Produk Dalam

Negeri pada Kegiatan Usaha Hulu Minyak dan Gas Bumi.

3. Hasil penelitian dan penilaian kemampuan usaha penunjang Migas meliputi aspek legal (status usaha dan

finansial), teknis (kemampuan produksi dan sistim manajemen), jaringan pemasaran dan layanan purna jual.

DIREKTUR JENDERAL MINYAK DAN GAS BUMI

Dengan ini memberikan Surat Kemampuan Usaha Penunjang (SKUP) Migas kepada :

Nama Perusahaan : ALPHA XHVALVES INDONESIA

Alamat : Jl. Raya Prancis Ruko Kosambi Megah Blok A No.29, Jatimulya RT 002

RW 003 Kosambi,, Tangerang, Banten

Penanggung Jawab : Junus Japardi (Direktur)

sebagai perusahaan penunjang migas yang telah mampu memproduksi barang dalam negeri :

Hasil Produksii :

Rating Perusahaan :

Dengan ketentuan dan catatan sebagai berikut :

1. Perusahaan wajib memenuhi spesifikasi teknis, standar dan TKDN sebagaimana tercantum dalam

lampiran SKUP Migas ini.

2. Perusahaan wajib meningkatkan capaian TKDN barang dan / atau jasa hasil produksinya.

3. Perusahaan wajib menyampaikan laporan setiap 6 (enam) bulan sekali dan/atau apabila ada perubahan

data dan informasi dalam SKUP Migas ini kepada Direktorat Pembinaan Program Migas

4. Direktorat Jenderal Minyak dan Gas Bumi akan melakukan evaluasi melalui pemeriksaan lapangan secara

berkala terhadap perusahaan / perseorangan pemegang SKUP Migas.

5. Apabila dalam pelaksanaan usaha terbukti tidak memenuhi ketentuan yang berlaku, Direktorat Jenderal

Minyak dan Gas Bumi akan memberikan sanksi sampai dengan pencabutan SKUP Migas ini.

Dikeluarkan di Jakarta

Pada tanggal 14 November 2023
a.n. Direktur Jenderal Minyak dan Gas Bumi

Direktur Pembinaan Program Migas

Ir. Mustafid Gunawan, M.E.

NIP. 196509081992031001

KEMENTERIAN ENERGI DAN SUMBER DAYA MINERAL

DIREKTORAT JENDERAL MINYAK DAN GAS BUMI

SURAT KEMAMPUAN USAHA PENUNJANG MIGAS

No. 723/SKUP-B/DMB/2023

Indicating Lamps

(data resume dan spesifikasi terlampir)

Dokumen ini telah ditandatangani secara elektronik menggunakan sertifikat elektronik yang diterbitkan oleh BSrE
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BELUM VERIFIKASI LAPANGAN

KEMENTERIAN ENERGI DAN SUMBER DAYA MINERAL

DIREKTORAT JENDERAL MINYAK DAN GAS BUMI

KEMAMPUAN USAHA PENUNJANG MIGAS

PT. ALPHA XHVALVES INDONESIA
 

Kantor Pusat
Jl. Raya Prancis Ruko Kosambi Megah Blok A No.29, Jatimulya RT 002 RW 003

Kosambi,

Telepon : 021-29411858

Fax :

Website / E-Mail : axigroup.co.id / docon@alphagroup.co.id

Penanggung Jawab : Junus Japardi (Direktur)

Contact Person : Junus Japardi (Direktur)

PERINGKAT

NILAI BMP -

STATUS PERUSAHAAN : Perusahaan Modal Dalam Negeri
Akta Pendirian Perusahaan No. 17 Tanggal 8 Desember 2015 Oleh Desman, S.H., M.Hum., M.M.

di Jakarta dan Akta Perubahan Terakhir No. 14 Tanggal 28 Desember 2018 Oleh Shafina Kalia,

S.H., M.Kn. di Kab. Subang sebagai berikut :

- Struktur Organisasi : - Kepemilikan Saham :

° Direktur : Junus Japardi (WNI)

° Komisaris : Anto Wijaya (WNI)

° Indonesia : 100%

SISTEM MANAJEMEN :
Sistem Manajemen Mutu :

ISO 9001:2015 No. CRQMS-447-36477, diterbitkan oleh SOA Sertifikasi Indonesia, mulai

berlaku 21 September 2022 s.d 21 September 2025.

Sistem Manajemen Lingkungan :

Sistem Manajemen Keselamatan Kerja :

Dokumen ini telah ditandatangani secara elektronik menggunakan sertifikat elektronik yang diterbitkan oleh BSrE



KEMAMPUAN PRODUKSI DALAM NEGERI

HASIL

PRODUKSI

Jenis Produk Spesifikasi Standar

Produk

Sertifikat

Produk

TKDN

(%)

KAPASITAS

Indicating

Lamps

Sistem Load

Moment

Indikator

WTAU

Load Moment Indicator

Consisted of: ●Display:

8inch LCD, Operating

Temperature -20deg.C -

70deg.C, IP65 Grade,

Power Supply DC18-72V

or AC110-220V. ●Data

Control Box : Power

Supply DC24V or

AC110-220V, Signal

Output 4-20mA/RS485,

Operating Temperature

-20deg.C - 70deg.C

●Load Sensor : Material

Alloy Steel, Grade IP68,

Voltage 10-15V DC,

Sensitivity 1.0 +/-

0.005mV/V. ●Boom

Angle Sensor : Measuring

Range -10deg - +110deg,

Rated Output DC

3-6.9V/0-90, Voltage

10-15V DC, Grade IP67.

●A2B Switch : Voltage

12-280V, Rated 5-10A,

Grade IP67.

- 40 100

Set/Bulan

Workshop
Jl. Raya Prancis Ruko Kosambi Megah Blok A No.29, Jatimulya RT 002 RW 003 Kosambi, Tangerang,

Banten

Telepon : 021-29411858

Fax :

E-Mail : docon@alphagroup.co.id

Penanggung Jawab : Junus Japardi (Direktur)

MCT ST

Dokumen ini telah ditandatangani secara elektronik menggunakan sertifikat elektronik yang diterbitkan oleh BSrE
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PRODUCT COMPARISON
RAYCOWYLIELSIMIPEGROBWAYWTAU

650V3GS550MIPEG 2000RCI-4000ISWT-W650V3Model

As per OrderAs per OrderAs per OrderAs per OrderEx StockStock

1300-1500 M**1300-1500 M**1500-1700 M**1300-1500 M**950-980 M*Price

90-120 Days90-120 Days60-90 Days60-90 Days20-30 DaysDelivery Time (After PO)

ExpatriateExpatriateExpatriateLocal & ExpatriateLocalManpower Support

120-150 Days120-150 Days50-60 Days50-60 Days20-30 DaysParts Support

Hot WorkHot WorkHot WorkHot WorkBoltingInstallation

WirelessWirelessCableCableCableSystem

IIB T6Class I, Div 1&2Class I , Zone 1Class I , Zone 1 / IIB T6Class II, IIC T4Electrical Classification

1 Year1 Year1 Year1 Year1 YearWarranty

0%0%0%0%40%TKDN

* Price Include Installation
** Price Exclude Installation

Audere Teknik Indonesia
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LMI WTAU INSTALLATION DOCUMENTATION

ATI CP 2023

Load chart :
Specification:

Company : Harbour Energy
Location : Pelikan Platform
Coordinate Point : 4.8105937, 105.3921987
Description : Pedestal Crane
Brand : Nautilus
Type : Offshore/Marine Crane
Capacity : 5 ton
Wire Rope Diameter : 13 mm
Part line : 2 line
Voltage : DC24V
Boom Length : 21.3 m

Audere Teknik Indonesia
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LMI WTAU INSTALLATION DOCUMENTATION

ATI CP 2023

Pre-Installation

Audere Teknik Indonesia
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LMI WTAU INSTALLATION DOCUMENTATION

ATI CP 2023

Post-Installation

Display Control box
data

Audere Teknik Indonesia
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LMI WTAU INSTALLATION DOCUMENTATION

ATI CP 2023

Post-Installation
Angel Sensor Load Cell

Audere Teknik Indonesia
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LMI WTAU INSTALLATION DOCUMENTATION

ATI CP 2023

Post-Installation

Limit Switch Encoder/
Slewing sensor

Audere Teknik Indonesia
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LMI WTAU INSTALLATION DOCUMENTATION

ATI CP 2023

Post-Installation
Wind Speed
Sensor

Warning Light

Audere Teknik Indonesia



CREDITS: This presentation template was
created by Slidesgo, including icons by
Flaticon, and infographics & images by
Freepik.

Contact us :

: marketing@audere-teknik.com

Audere Teknik Indonesia

: audere-teknik.com

: Jl. Radio Dalam Raya Blok H No. 4 Gandaria Utara
Kebayoran Baru, Jakarta Selatan, DKI Jakarta

: 021 - 50321857

mailto:marketing@audere-teknik.com



